
DESCRIPTION

PROANGLE is a line of technical profiles designed for finishing, closing, protecting and decorating ceramic wall
coverings and coplanar floors in ceramic, marble, granite, parquet or other types of materials.

The L-shaped geometry of the profile is characterized by a 90° angle between the fixing flange and the visible
side; the edges of the covering are therefore effectively protected from damage.
Other possible applications include transition and separation zones between different types of floors (e.g.,

between ceramic and parquet or carpet floors), protection and finishing of steps, platforms, worktops, and
perimeter profiles for containing technical entrance mats.
In case of mechanical or chemical stresses, the applicability of the profile must be determined case by case.

Stainless steel, brass, natural aluminum, and anodized aluminum models are suitable for both wall and floor
applications (the chromium-plated brass version is not recommended for floors subject to heavy traffic). The
polished aluminum and colour-coated aluminum models must normally only be used on walls (the colour-
coated version is also suitable for outdoor use).

The PROANGLE line, available in natural brass and natural aluminum, is especially suitable for laying marble,
resin and wood wherever polishing of the floor surface is required. Absolutely avoid polishing on profiles made of
different materials than those indicated.

The wide availability of materials, colours and finishes allows PROANGLE to create a multitude of colours
combinations with ceramic tiles and with the Mapei grout material used for grouting.
PRONGLE - MAPEI COLOR offers corner pieces, which are ideal for creating corners that ensure precise, high-

quality installation with attention to every detail.
The versatility of the PROANGLE line and the variety of materials used in its production makes these profiles
suitable for civil, public and industrial applications.

PROANGLE is also available in a FLEX version. Made of natural aluminum, stainless steel, and brass, with the use
of PROFLEX machine, it is specially designed to meet installation needs where the profile must be curved to
follow the floor layout.
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MATERIALS

Natural aluminium

Al-Mg-Si aluminium, heat-treated in T6 (6060 T6).
The outer surface must be protected from scratches and abrasion. They present a good resistance to chemical
and atmospheric agents. When wet, concrete and its derivatives produce alkaline substances which can corrode
metal (forming aluminium hydroxide) when allowed to react with the surface. For this reason, the visible surface

of the profile must be quickly and delicately cleaned to remove any concrete, adhesive or grouting substances
and detergents.

Anodised aluminum

Al-Mg-Si aluminium, heat-treated in T6 (6060 T6).
The profiles are extruded then anodised.
The outer surface must be protected from scratches and abrasion. They present a good resistance to chemical

agents. When wet, concrete and its derivatives produce alkaline substances which can corrode metal (forming
aluminium hydroxide) when allowed to react with the surface. For this reason, the visible surface of the profile
must be quickly and delicately cleaned to remove any concrete, adhesive or grouting substances and
detergents.

As a result of wear and foot traffic (in the case of profiles used on floors), the anodised surfaces can become
damaged and lose their original finish.

Bright polished aluminium

Al-Mg-Si aluminium, heat-treated in T6 (6463 T6).
The profiles are extruded then treated and machined. When wet, concrete and its derivatives produce alkaline
substances which can corrode metal (forming aluminium hydroxide) when allowed to react with the surface. For

this reason, the visible surface of the profile must be quickly cleaned to remove any concrete, adhesive or
grouting substances and detergents. Do not use bright polished aluminium profiles on floors and outdoors.

Colour-coated aluminium
Al-Mg-Si aluminium, heat-treated in T6 (6060 T6).

The profiles are extruded and then colour-coated. They present a moderate resistance to chemical and
atmospheric agents, but do not offer good resistance to mechanical stress, which would damage the surface
finish. This means they are not recommended for floor use. Concrete, adhesive, grouting materials and

detergents must be removed immediately from the visible surface of the profile.

Anti-bacterial coated aluminium
Al-Mg-Si aluminium, heat-treated in T6 (6060 T6).
The profiles are extruded and then coated with special anti-bacterial technology. The surface reduces the most

hazardous bacteria by up to 99%. This technology complies with ISO 2296:2011 standards. They also present a
moderate resistance to chemical and atmospheric agents , but do not offer good resistance to mechanical stress,
which would damage the surface finish. This means they are not recommended for floor use. Concrete, adhesive,

grouting materials and detergents must be removed immediately from the visible surface of the profile.

Stainless steel
AISI 304 - DIN 1.4301

It offers excellent resistance to the main chemical and atmospheric agents, lime, mortar, tile adhesives and

cleaning products.
Also recommended for use in food industries, hospitals, outdoor environments in general, etc.
AISI 316 – DIN 1.4401

It offers excellent resistance to the main chemical and atmospheric agents, lime, mortar, tile adhesives and
cleaning products. It has also good resistance to chlorides, although in the event of particular chemical stress, it
is advisable to check the suitability of the product before use.



Natural brass

Alloy CW624N UNI EN 12167
These profiles are extruded. The external surface must be protected from scratches and abrasion. They present
good resistance to chemical agents and mechanical stress. However, brass is subject to oxidation in the exposed
parts, which causes a surface patina. When exposed to strong atmospheric humidity or corrosive agents, brass is

subject to an elevated rate of oxidation and can present surface stains and spots. When necessary, it can be
restored to its natural state with abrasives or specific polishing products.

Chromium-plated brass

Alloy CW624N UNI EN 12167
The profiles are extruded and then chromium-plated. Resistant to UV, chemical and atmospheric agents. Do not
use chromium-plated profiles in areas subject to intense foot traffic.

Rigid PVC
Lead-free, shock-resistant, self-extinguishing rigid PVC vinyl compound. Eco-compatible stabilised with Ca-Zn
salts.

General note on metals 

Aluminium and stainless steel are not resistant to all chemical compounds. Consequently, contact with
particularly aggressive products like hydrochloric acid (HCI) and phosphoric acid (H3P04) must be avoided.
Products generally used to clean stone, ceramic and porcelain stoneware, such as muriatic acid, ammonia and
bleach, damage the surface finish on the metal and can cause intense corrosion. Moreover, any residues of

concrete, adhesive and grouting materials must always be removed from the surface of the profiles as quickly
and delicately as possible.
If adhesive tape is used to cover the profile, it must not be left any longer than an hour.

INSTALLATION

Installation with adhesive
First, wear suitable PPE, such as cut-resistant gloves, to handle the profile.
Remove the profile from the packaging.

Check that the thickness of the covering/flooring to be laid is not greater than the dimension of the profile (see
label).
Where present, also remove any protection (protective and/or heat-shrinkable film) added to protect the finish.
Measure the required length and cut the profile to size using an appropriate tool.

Level the adhesive on the laying surface using a notched trowel.
Place the profile in position and level it with the covering laid previously.
Lay the covering delicately, making sure it is flush with the profile and leaving the right space for a grout line

(usually 1-2mm).
Fill any gaps left between the covering and the profile with a suitable grout.
Remove any excess grout, adhesive, solvents, etc. with a soft sponge and water within ten minutes of application.

CARE AND MAINTENANCE

Care and maintenance procedures for the materials used to make these items depends largely on the type of
alloy and/or finish used.
The instructions provided below describe the operations that must be carried out on the product in order to

restore its original appearance as far as possible.
The purpose of this document is to provide as many general indications as possible to guide you on when and
how to clean the product, but they should also be verified on a case-by-case basis.

It should be noted that there are specific responsibilities at every stage of the product's life, starting from its
installation.



Aluminium

They do not require any special maintenance and can be easily treated with colourless alcohol in a water
solution or using ordinary detergents, provided they do not contain acid (hydrochloric or hydrofluoric).
Detergent products made by multiple manufacturers and sold under a variety of commercial brands can
generally be used for cleaning.

In general, there are three types of products:

▪  alkaline;

▪  neutral;

▪  acid.

For cleaning purposes, we recommend using a neutral detergent diluted in water (for example see ULTRACARE

line by Mapei) then rinsing with water only, using a non-abrasive sponge and/or cloth to avoid scratching and/or
damaging the anodised, polished, colour-coated surface. 
During cleaning, the following aspects must be kept in mind at all times:

▪  do not use acid or alkaline detergents because they could damage the aluminium;

▪  do not use abrasive products and/or materials;

▪  do not use organic solvents on colour-coated surfaces;

▪  do not use detergents whose chemical composition is unknown;

▪  do not apply detergents straight onto the surface to be cleaned;

▪  during cleaning, surfaces must be “cold” (max T°= 30°C) and not exposed to direct sunlight;

▪  detergents used in cleaning must also be “cold” (max T° = 30°C) and steam sprays should not be used.

In any case, the final stage in the cleaning process always consists of rinsing the treated parts thoroughly with
water, followed by immediate drying with cloths or soft leather. Maintenance with polishing products or similar

is not necessary.
Clean the profiles thoroughly and promptly, following the instructions on the product packaging, to prevent any
deposits of concrete, grouting material or similar products from attacking the surface layers.

Stainless steel
Stainless steel surfaces can be polished using special products, which are commonly available on the market.
Stainless steel is easy to clean and extremely hygienic; the smooth, non-porous surface makes the adhesion and
survival of bacteria and/or other micro-organisms particularly difficult.

To keep stainless steel in perfect conditions, there are just a few simple rules: wash with soap and warm water or
with normal detergents (for example see ULTRACARE line by Mapei) provided they are not acid-based, rinse well
then dry with a soft cloth.

For surfaces exposed to atmospheric or aggressive agents, we recommend cleaning the stainless steel profile
regularly to maintain the surface unaltered and prevent corrosion.
Surfaces with a brushed finish should always be cleaned in the direction of the brushing and not trasversally.

In the event of scratches, use a detergent/polish made specifically for stainless steel, and a soft cloth.
For cleaning, do not use any of the following:

▪  detergents containing hydrochloric acid (also known as muriatic acid), hydrofluoric acid or bleach; avoid direct
contact on surfaces with detergents containing chlorides, unless the contact is short and the surface is well-
rinsed afterwards;

▪  abrasive powdered detergents which could damage the surface finish of the profile.

Do not leave mild steel objects or utensils (like brushes or steel wool normally used to remove residues of mortar

or similar products) in contact with stainless steel profiles for extended lengths of time. They could transfer iron
particles (contamination) and trigger rust on the surface.
Do not leave damp cloths or sponges for extended lengths of time on the stainless steel surface to prevent the
formation of unsightly water marks.

Brass
Brass does not require special maintenance: it can be easily cleaned with alcohol diluted in water or normal
detergents (for example see ULTRACARE line by Mapei) provided they are not acid-based. Water can be used

with added neutral detergents and the final rinse should be carried out with water only. Use non-abrasive
sponges or cloths which will not scratch the surface. For maintenance, use commonly available polishes.



PVC
PVC does not require special maintenance; it can be easily cleaned with colourless alcohol diluted in water or

with normal detergents (for example see ULTRACARE line by Mapei) provided they are not acid-based and are
also diluted in water; rinse with water only.
Use non-abrasive sponges or cloths which will not scratch the surface.

FIRE PREVENTION MEASURES

In the event of fire, use chemical fire extinguishers, dry sand or solid extinguishing agents.
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PROFILES FOR FLOORS





BENDABLE PROFILES

WARNING

Although the technical details and recommendations contained in this product data sheet correspond to the

best of our knowledge and experience, all the above information must, in every case, be taken as merely

indicative and subject to confirmation after long-term practical application; for this reason, anyone who

intends to use the product must ensure beforehand that it is suitable for the envisaged application. In every

case, the user alone is fully responsible for any consequences deriving from the use of the product.

Please refer to the current version of the Technical Data Sheet, available from our website profilpas.com

PRODUCT FOR PROFESSIONAL USE

LEGAL NOTICE

The contents of this Technical Data Sheet (“TDS”) may be copied into another project-related document,

but the resulting document shall not supplement or replace requirements per the TDS in force at the

time of the PROFILPAS product installation.

The most up-to-date TDS can be downloaded from our website profilpas.com

ANY ALTERATION TO THE WORDING OR REQUIREMENTS CONTAINED OR DERIVED FROM THIS TDS

EXCLUDES THE RESPONSIBILITY OF PROFILPAS.

Profilpas S.p.A.
Via Albert Einstein, 38, 35010 Cadoneghe (Padova)

+39 049 8878411 www.profilpas.com info@profilpas.com
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